Couplicon™

XHW-C XHW-C-L Flexible Couplings - Disk Type - Clamping Type

')II’) Zero Backlash IJ High torque f{)lllff) High Rigidity

XHW-C w W
- ~F L - L Performance
/ i . 1 O Max. Bore  Rated ,I;/:ft:tional Moment*2 itj'tsii(;nal Max. Lateral ~ Max. Angular ~ Max. Axial Mass *2
A' ‘: ' . ~ 1 Part Number Diameter Torque *1 Frequency of Inertia Stifiness Misalignment A{\isalignment Misalignment ®
wa T KT g < (mm) (N-m) (min-1y (kg-m2) (N-msrad) ™M) ©) (mm)
N XHW-15C 6 0.6 42000 3.0x1077 100 0.1 1.4 +0.2 9.6
| XHW-19C 8 1.5 33000 8.8%x1077 300 0.12 2 +0.2 17
7— PN Flo XHW-25C 12 3 25000 3.4x107° 1000 0.15 2 +0.3 35
/ ’ Outside diameter $15 Outside diameter ¢19 - $98 XHW-27C 14 33 23000 4.4%x1076 1400 0.15 2 +0.4 39
A g, XHW-34C 16 63 18000 13x10° | 2500 0.2 2 +05 75
h ' XHW-39C 20 12 16000 2.9%x107° 4700 0.25 2 +0.5 123
Dimensions Unit: mm XHW-44C 22 15 14000 4.7%x107° 6400 0.25 2 +0.6 156
bart Number A ) w . . . " Screw Tightening Torque XHW-56C 28 37.5 11000 1.7x1074 12000 0.3 2 +0.7 340
(N-m) XHW-64C 35 50 9800 3.3x107* 15000 0.35 2 +0.9 490
XHW-15C 15 7.8 22.4 6.3 23 5 M2 0.45 XHW-79C 42 100 7900 1.0x1073 22000 0.5 2 £1.1 1100
XHW-19C 19 9.2 25.7 8.5 2.6 7 M2 0.5 XHW-98C 50 280 6400 2.6x1073 47000 0.5 2 +1.3 1740
XHW-25C 25 11 32.2 12.5 3.3 9.25 M2.5 1 XHW-19C-L 8 1.5 33000 1.2x107 300 0.25 2 +0.2 22
XHW-27C 27 11 32.2 14.5 33 10.25 M2.5 1 XHW-25C-L 12 3 25000 4.3%x107° 1000 0.3 2 +0.3 45
XHW-34C 34 125 36.8 16.5 3.75 13 M3 1.5 XHW-27C-L 14 33 23000 5.8x10°° 1400 0.3 2 +0.4 50
XHW-39C 39 15.5 46.6 20.5 4.5 14.5 M4 3.5 XHW-34C-L |16 6.3 18000 1.6X1075 2500 0.3 2 +0.5 89
XHW-44C 44 15.5 46.6 225 4.5 17 M4 35 XHW-39C-L 20 12 16000 3.4X107° 4700 0.4 2 +0.5 144
XHW-56C 56 205 61.2 285 6 21 M5 8 %1: Correction of rated torque due to load fluctuation is not required.
XHW-64C 64 24 74.4 36 7 24 Mé 13 % The shaft's slip torque may be smaller than the coupling's rated torque depending on the shaft bore.
XHW-79C 79 30 97.2 43 8.75 29 M8 28 %2 These are values with max. bore diameter.
XHW-98C 98 32 104 51 8.7 38 M8 28 .
XHW-19C-L 19 9.2 34 85 26 7 M2 05 A Precautions for Use -
XHW-25C-L 2 1 » 125 33 025 M2.5 : ® |n case of mounting on D-cut shaft, be careful about the position
of the D-cut surface of the shaft.
XHW-27C-L 27 " 42 14.5 3.3 10.25 M2.5 1 ® There are sizes where the hex socket head bolt exceeds the
XHW-34C-L 34 12.5 44 16.5 3.75 13 M3 1.5 outer diameter of the coupling and the rotating diameter is
XHW-39C-L 39 15.5 55 20.5 4.5 14.5 M4 3.5 larger than the outer diameter. Please be careful of the
interference of coupling.
Standard Bore Diameter
Part Number ~ D1/D2
3 45 6 635 8 9525 10 11 12 14 15 16 17 18 19 20 22 24 25 28 30 32 35 38 40 42 45 50
XHW-15C [ B B A J
XHW-19C [ B0 B B B J [
XHW-25C oo 0 o0 [ Bl ] o o o
XHW-27C (B BN B J [ J o o o o
XHW-34C [ B A J [ I J e 6 6 06 0 ©
XHW-39C [ B e e ® © 6 6 6 06 06 06 0 O
XHW-44C [ B[ ® 6 6 6 6 06 06 0 06 0 0
XHW-56C [ B J ® &6 6 6 6 6 06 06 06 0 0 0 0 0
XHW-64C ® © 6 6 06 06 606 06 06 06 06 0 0 0 0 00
XHW-79C ® 6 06 06 6 06 06 06 6 60 06 0 06 0 0 0 o
XHW-98C o 6 6 6 6 6 606 0 0 O
XHW-19C-L. © ®© © & ©® [ ]
XHW-25C-L (B B B ] [ J o o o
XHW-27C-L oo 00 [ B J e o6 o o
XHW-34C-L [ B B J [ B[ ] e 6 6 06 0 O
XHW-39C-L [ B ] [ B[ ® 6 6 6 6 06 0 0 0 O
® All products are provided with hex socket head cap screw. ® Part number Specification
® Recommended tolerance for shaft diameters is h6 and h7. (Recommended tolerance for shaft diameter ¢35 only is —0.025 to +0.010.)
® For the shaft insertion amount to the coupling, see Mounting/maintenance. XHW'25C'L - 8'1 0
© Additional Keyway at Shaft Hole @' Cleanroom Wash & Packaging (% Change to Stainless Steel Screw ! !
Available / Add'l charge Please feel free to contact us Available / Add'l charge
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